rough country installation
instructions

Rough Country installation instructions are essential for anyone looking to
enhance their vehicle's performance and appearance with aftermarket upgrades.
Whether you're installing a lift kit, leveling kit, or various suspension
components, having clear and comprehensive installation instructions can make
the process smoother and more efficient. In this article, we’ll provide a
detailed guide on how to approach Rough Country installations, covering tools
required, step-by-step processes, and some tips for success.

Understanding Rough Country Products

Rough Country offers a wide range of aftermarket products designed to improve
the performance and style of trucks, SUVs, and off-road vehicles. Some of the
most popular products include:

Lift Kits

Leveling Kits
e Suspension Systems

Shock Absorbers

Exhaust Systems

Each product comes with its own set of installation instructions, which are
crucial for ensuring that your vehicle not only looks great but also performs
optimally.

Essential Tools for Installation

Before diving into the installation process, it's important to gather all the
necessary tools. Having the right tools on hand can prevent delays and make
the installation process much easier. Here’'s a list of commonly needed tools
for Rough Country installations:

e Socket Set (metric and standard)



e Wrenches (open-end and box-end)

e Torque Wrench

Jack and Jack Stands

Screwdrivers (flathead and Phillips)

Pry Bar

Hammer

Impact Wrench (optional, but recommended)

Safety Glasses and Gloves

Make sure to check the specific installation instructions for your product,
as some items may require specialized tools.

Steps for Installing Rough Country Kits

While installation processes can vary depending on the specific product,
here’s a general outline of what to expect when installing Rough Country lift
or leveling kits:

Step 1: Preparation

1. Read the Instructions: Before starting, carefully read through the entire
installation manual provided by Rough Country. This will give you an overview
of what to expect and any specific steps that may be unique to your vehicle.

2. Park on Level Ground: Ensure your vehicle is parked on a flat surface to
provide stability during the installation process.

3. Gather A1l Materials: Lay out all components and tools to ensure you have
everything you need before you start.

Step 2: Lift the Vehicle

1. Loosen the Lug Nuts: Before lifting your vehicle, slightly loosen the lug
nuts on the wheels you’ll be working on to prevent them from being too tight
once the vehicle is lifted.



2. Use a Jack: Lift the vehicle using a hydraulic jack and secure it with
jack stands. Never rely solely on the jack for support.

Step 3: Remove Existing Components

1. Remove the Wheels: Take off the lug nuts completely and remove the wheels
from the vehicle.

2. Disconnect Suspension Parts: Depending on the kit, you may need to
disconnect the shocks, sway bar links, and other suspension components. Refer

to your specific installation instructions for details.

3. Remove the Factory Struts (if applicable): Unbolt and remove the factory
struts or shocks, as these will be replaced with Rough Country components.

Step 4: Install Rough Country Components

1. Install New Struts or Shocks: Follow the instructions to properly install
the new Rough Country struts or shocks, ensuring that all bolts are tightened
to the specified torque settings.

2. Connect Suspension Parts: Reattach any sway bar links or other components
that were disconnected.

3. Install Lift or Leveling Kit Components: If your kit includes spacers or
blocks, install these according to the instructions provided.

Step 5: Reassemble and Lower the Vehicle

1. Reattach the Wheels: Once all components are securely installed, put the
wheels back on and hand-tighten the lug nuts.

2. Lower the Vehicle: Carefully lower the vehicle back to the ground using

the hydraulic jack. Once it’'s on the ground, fully tighten the lug nuts using
a torque wrench to the manufacturer’s specifications.

Step 6: Final Checks

1. Inspect Installation: Go through all installed components to ensure
everything is tight and secure.

2. Test Drive: Take your vehicle for a short test drive to check for any
unusual noises or handling issues.



3. Alignment Check: After installation, it’'s advisable to have a professional
alignment done to ensure proper handling and tire wear.

Common Mistakes to Avoid

While following Rough Country installation instructions, be aware of some
common pitfalls:

e Skipping Steps: Always follow the instructions in order to avoid issues
during the installation.

e Over-Tightening Bolts: Use a torque wrench to ensure you'’re applying the
correct amount of pressure.

e Neglecting Safety: Always use jack stands and safety gear to prevent
injury.

e Ignoring Vehicle Specifics: Different vehicles may have unique
installation requirements, so always refer to your specific
instructions.

Conclusion

Installing Rough Country products can significantly enhance your vehicle's
performance and aesthetics. By following the Rough Country installation
instructions closely, using the right tools, and avoiding common mistakes,
you can achieve a successful installation. Remember to take your time and
consult professionals if you're unsure about any step in the process. With
your new upgrades, you’'ll be ready to take on any adventure that comes your
way!

Frequently Asked Questions

What are the key tools needed for Rough Country
installation?

The key tools needed for Rough Country installation typically include a
socket set, wrenches, screwdrivers, pliers, a torque wrench, and possibly a
jack or 1ift for vehicle elevation.



Are Rough Country installation instructions
available online?

Yes, Rough Country provides installation instructions for their products on
their official website. You can often find PDF downloads for specific kits in
the product details section.

How long does it usually take to complete a Rough
Country installation?

The installation time for Rough Country products can vary depending on the
specific kit and vehicle, but it generally takes between 2 to 6 hours for
most installations.

Do I need professional help for Rough Country
installations?

While many Rough Country installations can be completed by DIY enthusiasts
with basic mechanical skills, hiring a professional is recommended for those
unfamiliar with automotive work or if the installation involves complex
components.

What should I do if I encounter issues during Rough
Country installation?

If you encounter issues during installation, refer to the troubleshooting
section of the installation instructions, check the Rough Country website for
FAQs, or contact their customer service for assistance.
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